
WELLDANA A/S 309

 comfortana® line 

comfortana® line

MAiN proDuct At pAgE: 91

comfortana® 139 x 139 cm

comfortana® 180 x 85 cm

Setup:AA 06-

Construction instruction

Model 038 Size 180 85 64  SP-A 0 0 0mmConstruction plan of water and electricity

1.The appliance should be connected through a
Residual Current Device which accord with CE
Standard,(L,N) open, and with a rated residual
current not exceed 30mA

2.The current of RCD is 32A
3.Single-phase three-wire system, BV=3*4mm
4.Make sure waterproof and the device is effective
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Front view of productOverlook view of product

Setup:AA 07HF-

Product electric parameter “*”:It means use computer control system.

Telephone socket

L.R radio frequency socket

Cold-hot water-in valve(G1/2)

Drainage hole

Cold-hot water-in valve(G1/2)

Drainage hole

TV signal socket

1.The appliance should be connected through a
Residual Current Device which accord with CE
Standard,(L,N) open, and with a rated residual
current not exceed 30mA

2.The current of RCD is 16A
3.Single-phase three-wire system, BV=3*2.5mm
4.Make sure waterproof and the device is effective
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0.75kWAC220 240V! 50Hz
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2.45kWAC220 240V! 50Hz
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